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The ASM/S 30 is the smallest and most compact spiral mixer in the MIXER
range. With two spiral speeds interlocking with two bowl speeds, and
contained dimensions, it requires a maximum height of around 85 cm at lid
open.

This model has been designed for smaller bakeries, pizzerias or confectioners
to give a mixer with optimum results and compact dimensions. The mixer
can be used on the worktop, with castor rollers (optional) or on a wheeled
trolley (optional).

The ASM/S is reliable and practical, for use with small quantities of dough.
It is an excellent second or even third machine for artisans that produce
small quantities of specialized products.

ASM S 30

fixed bowl spiral mixer
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Reliability

Quality dough

Compact dimensions
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SPIRAL MIXER
‘ TECHNICAL FEATURES ‘
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TECHNICAL DATA
Model ASM/S30
Dough capacity (min./max) * kg 5/30
Flour capacity (min./max) * kg 3/18
Water capacity (min./max) * It 2/12
Bowl volume It 45
% Water/flour minimum % 50
Spiral turns 1st speed (50/60hz) rpm 100
Spiral turns 2nd speed (50/60hz) rpm 156
Bowl turns 1st speed (50/60hz) rpm 7.5
Bowl turns 2nd speed (50/60hz) rpm 12
Motor power 1st speed kw 1.0
Motor power 2nd speed kw 1.35
Input current V. 230 A 6
Input current V. 400 A 3.5
Spiral bar diameter mm 25
Height from bowl lip A | mm 445
Total length P mm 765
Total width L mm 500
Total height H mm 725
Height with guard up HT | mm 850
Net weight kg 120
*:. capacity determined in view of % liquid/flour equal to 60
SUPPLIED STANDARD EQUIPMENT
Bowl, column and guard made of AlSI 304 stainless steel Two-speed motor
Spiral made of AISI 431 stainless steel Tension 400 V.- 50 Hz frequency - 3 phases
Structure made of ral 9002 white coated steel cable 2,40 mt long
Spiral shaft bearings cover Total time timer
Bowl thrust support Operating/Maintenance manual, CE statement of Compliance
OPTIONAL EXTRA EQUIPMENT
Single phase model 1 speed Trolley with wheels, H =410 mm
Stainless steel structure Special voltage/Frequency: 230/50/3 220/60/3 380/60/3
Wheels H =110 mm Cardboard box packaging on pallet




